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The inherent switching properties of saturable 
inductors and storage diodes are combined to perform 
a large variety of electronic functions, such as pulse 
shaping, gating and multiplexing. These passive elements 
replace active switching devices in the generation of 
complex waveforms. 
Saturable inductors conduct with very low im-
pedance in the saturated state, but have a very high 
impedance in the unsaturated state. When voltage is 
applied across the windings of the core, no current will 
pass until the core saturates. Thus, the inductor acts as 
a switch which closes in a specific (characteristic) time 
after a voltage is applied across it. The characteristic time 
of a saturable inductor is the time it takes to saturate the 
core at a particular voltage level. 
A semiconductor storage diode stores a charge in 
the junction while conducting in the forward direction
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and continues to conduct until current flow initiated in 
reverse direction depletes the charge. The storage diode 
acts as a switch which opens in a specific (characteristic) 
time after reverse current flow is initiated. The char-
acteristic time of a storage diode is the time it takes to 
deplete the stored charge at a particular current flow 
level.
Figure 1 illustrates a multiplexing circuit with 
saturable inductors and storage diodes in paired modular 
units forming a ladder circuit with one channel per unit. 
The diodes are connected to operate in the reverse mode 
only upon application of a voltage pulse. In actual prac-
tice, additional circuitry may be required to restore the 
charge in the junctions of the diodes after they switch. 
Figures 2, 3 and 4 are schematics of a gate 
circuit, a pulse shaping circuit and pulse interrupting 
circuit, respectively.
(continued overleaf) 
This document was prepared under the sponsorship of the Atomic 
Energy Commission and/or the National Aeronautics and Space 
Administration. Neither the United States Government nor any per-
son acting on behalf of the United States Government assumes any
liability resulting from the use of the information contained in this 
document, or warrants that the use of any information, apparatus, 
method, or process disclosed in this document may not infringe pri-
vately owned rights.
https://ntrs.nasa.gov/search.jsp?R=19720000236 2020-03-17T03:33:02+00:00Z
This technique may be useful in lw cost pulse or 
waveform manipulation systems for data transmission 
applications. It may be of interest to designers and man-
ufacturers of communications systems and components. 
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